19970620.ba  ba-por01.508 ba-por01.509
>1508
>From owner-boatanchors@sco.theporch.com Thu Jun 19 00:02 CDT 1997
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38])
>	by uro.theporch.com (8.8.6/A-UX-3.1.1) with ESMTP id AAA03671
>	for <SHIMSHON@URO.THEPORCH.COM>; Thu, 19 Jun 1997 00:02:55 -0500 (CDT)
>Received: from sco.theporch.com (localhost [127.0.0.1])
>	by sco.theporch.com (8.8.6/SCO-5.0.2) with SMTP id FAA05916;
>	Thu, 19 Jun 1997 05:02:32 GMT
>Message-Id: <199706190502.FAA05916@sco.theporch.com>
>Date: Thu, 19 Jun 1997 00:02:32 CDT
>Sender: owner-boatanchors@theporch.com
>From: boatanchors@theporch.com
>To: Old Tube Radios <boatanchors@sco.theporch.com>
>Subject: BOATANCHORS digest 1508
>Mime-Version: 1.0
>Content-Type: multipart/mixed; boundary="--__ListProc__NextPart__866696361433348180"
>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN
>X-Status: 
>Status: O

			    BOATANCHORS Digest 1508

Topics covered in this issue include:

  1) SX-28, TO-6, Literature FS
	by don merz <71333.144@CompuServe.COM>
  2) Ranger..good news
	by Ronnie Hull <w5sum@ms1.nwla.com>

----------------------------------------------------------------------

Date: 18 Jun 97 23:17:02 EDT
From: don merz <71333.144@CompuServe.COM>
To: <boatanchors@theporch.com>
Subject: SX-28, TO-6, Literature FS
Message-ID: <970619031701_71333.144_DHB43-1@CompuServe.COM>

 Boatanchors & Literature FS 

 CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228.
          412-234-8819 (weekdays, EST or leave a message anytime). 
          71333.144@compuserve.com
 
 Hallicrafters SX-28. Pre-war HF design that has become a classic 
  boatanchor. A strong performer up through 15mc but then falls off
  above that. This one is in a Bud black powdercoat cabinet that is not 
  original. It has 2 unoriginal knobs for antenna trim and AF gain. The
  internal metal cover over the tuning cap is home made--beautifully done
  but not original. This must have been repainted because it looks too good.
  The paint and raised lettering just sparkle--the front panel is really 
  eye-catching. No unoriginal holes or other junk. Working as designed.
  With manual copy. $175
 Sprague TO-6 capacitor tester. Later model of this famous line of cap
  checkers. This one works but is missing one knob and the original leather
  handle. Needs cleaned. All original. $30

 Literature

 Emerson 811 original owner's data sheet. 1963 AC/DC set. $2
 Emerson 805 original owner's data sheet. AC/DC set. $2
 Hallicrafters International Short Wave Station List, 1952. $9
 Cockaday, 23 Lessons In Radio, 1931. Compiled series of Radio News
  articles. Excellent. $30
 Greiff, Victor, The Superheterodyne Manual, 1st ed., Receptrad
  Series #1, 1924. Top edge of cover and binding edge crumbling. $30
 Magers, Bernard, 75 Years of Western Electric Tube Manufacturing,
  AES, 1992. Trade for copy of Gerald Tyne's Saga Of The Vacuum Tube
  or sell for $13
 Superior X-Rayometer original manual, 1939, no cover (may never have
  had one). $8 or I'd buy your X-Rayometer to go with this manual!
 Collins, Frederick A., The Radio Amateur's Handbook, 1922. The classic
  amateur handbook. Loose pages. Cover frayed at edges. Fair. $30
 Collins, Frederick A. and Hertzberg, Robert, The Radio Amateur's Handbook,
  12th ed., 1970. Updated version of the above. Lots of heathkit
  and great shack photos. Cover watermarked. $16
 

 73 Magazine. All excellent or near-mint. Probably the only amateur
  magazine with a sense of humor. Ever. Whole set: $300
  Vol 1 #1, 10/60: $35
  1960: 11, 12: $15 each
  1961: Complete: $5 each or $45/all
  1962: Complete: $3 each or $30/all
  1963: Complete: $3 each or $30/all
  1964: Complete: $2.50 each or $25/all
  1965: Complete: $2.50 each or $25/all
  1966: Complete: $2.50 each or $25/all
  1967: Complete: $2 each or $20/all
  1968: Complete: $2 each or $20/all
  1969: Complete: $20/all
  1970: Complete: $2 each or $20/all
  1971: Complete: $2 each or $20/all
  1972: Complete: $2 each or $20/all
  1973: 1,2,3,4,5,6,7,8,9,10: $2 each
  1974: 1,2,3,4,5,6,9,10,12: $2 each
  1975: 1,2,3,4,5,6: $2 each

 Ham Radio Magazine: All excellent or near-mint. Probably the best
  technical ham magazine ever published. Whole set: $150
  Vol1#1 (March, 1968): $30
  1968: 4,5,6,7,8,9,10,11,12: $4 each or $30/all
  1969: Complete: $2 each or $20/all
  1970: Complete: $2 each or $20/all
  1971: Complete: $2 each or $20/all
  1972: Complete: $2 each or $20/all
  1973: Complete: $2 each or $20/all
  1974: Complete: $2 each or $20/all
  1975: Complete: $2 each or $20/all
 

 CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228.
          412-234-8819 (weekdays, EST or leave a message anytime). 


------------------------------

Date: Wed, 18 Jun 1997 22:34:25 -0500
From: Ronnie Hull <w5sum@ms1.nwla.com>
To: boatanchors@theporch.com
Subject: Ranger..good news
Message-ID: <1.5.4.16.19970618213137.1d472878@ms1.nwla.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

well I fixed the old Ranger II tonight. Found coupling cap
c29, a 50pf, bad. Replaced it and VOILA!!!  I have drive
again. Got on 40m with the help of my new 40m full wave loop
that I can't talk about here..  and had a few nice qso's. 
There were stations on 7050 and 7060, but no BA types that
I could hear.

so.. got the light iron working again... now the heavy metal,
the Valiant will probably crap out again!! LOL

Ronnie


------------------------------
End of BOATANCHORS Digest 1508

******************************
>1509
>From owner-boatanchors@sco.theporch.com Thu Jun 19 16:24 CDT 1997
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38])
>	by uro.theporch.com (8.8.6/A-UX-3.1.1) with ESMTP id QAA04708
>	for <SHIMSHON@URO.THEPORCH.COM>; Thu, 19 Jun 1997 16:24:38 -0500 (CDT)
>Received: from sco.theporch.com (localhost [127.0.0.1])
>	by sco.theporch.com (8.8.6/SCO-5.0.2) with SMTP id VAA24968;
>	Thu, 19 Jun 1997 21:23:31 GMT
>Message-Id: <199706192123.VAA24968@sco.theporch.com>
>Date: Thu, 19 Jun 1997 16:23:31 CDT
>Sender: owner-boatanchors@theporch.com
>From: boatanchors@theporch.com
>To: Old Tube Radios <boatanchors@sco.theporch.com>
>Subject: BOATANCHORS digest 1509
>Mime-Version: 1.0
>Content-Type: multipart/mixed; boundary="--__ListProc__NextPart__866755402433377701"
>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN
>Status: O

			    BOATANCHORS Digest 1509

Topics covered in this issue include:

  1) cheap tubes
	by Ethan Emeson <emesone@elwha.evergreen.edu>
  2) HQ-1xx Tuning Drive
	by "Cheney,Charlie" <ccheney@foxboro.com>
  3) e-mail server crash :-( !!!
	by eb5agv@ctv.es
  4) Re: Wells-Gardner Receiver
	by mirage!pamars@uucp-1.csn.net (P.A.Marshall)
  5) RE: HQ-1xx Tuning Drive
	by "L. Mark Pilant - MS:ZK03-4/Y02 DTN:381-1529" <pilant@seesaw.ENET.dec.com>
  6) Re: Microphone Questions
	by Ed Sieb <esieb@gmsiworld.com>
  7) HEATHKIT SERVICE BULLETINS - CONT
	by joelutz@juno.com (Joseph W Lutz)
  8) Re: WTB: Matched HRO-500 Speaker  
	by km1h@juno.com
  9) Re: HQ-1xx Tuning Drive
	by Ho4bart@aol.com
 10) Re: HQ-1xx Tuning Drive
	by Doug Hall <dhall@jps.com>
 11) RE: HQ-1xx Tuning Drive
	by "L. Mark Pilant - MS:ZK03-4/Y02 DTN:381-1529" <pilant@seesaw.ENET.dec.com>
 12) FS:  "Elements of Radio"
	by "D. Ragsdale" <doragsda@polymail.cpunix.calpoly.edu>
 13) Re: HQ-1xx Tuning Drive
	by anders@autopsy.csd.sgi.com (Greg Anders)
 14) Re: HQ-1xx Tuning Drive
	by w2ec@VNET.IBM.COM
 15) Homebrew 6-n-2
	by don merz <71333.144@CompuServe.COM>
 16) ADMINISTRIVIA: Over Quoting
	by listown@jackatak.theporch.com (Mail List Owner)
 17) Re: GRC-109 xtal info
	by tomrice@netcom.com (Tom R. Rice)
 18) ARCI Meet Sunday 6-22-97
	by Norm Flasch <flasch@cushy.ece.nwu.edu>
 19) Fraudulent Chain Letter for Jessica
	by dfrancis@iex.net (Dexter Francis)
 20) WTB 32V2/3
	by Matt Jodziewicz <mattj@orausa.com>
 21) WW2 era headset, aviation type
	by "Gene S. Katz" <gkatz@motown.lmco.com>
 22) Revised Message
	by "Gene S. Katz" <gkatz@motown.lmco.com>
 23) Re: Headset...
	by Ken Gordon <keng@uidaho.edu>
 24) Heathkit Audio Analyzer
	by Glen Galati <eldim@worldnet.att.net>
 25) BC 312 Connector Wanted
	by Paul Bernhardt <bern@ppdu.nrl.navy.mil>
 26) 12JB6 tubes
	by "David L. Thompson" <thompson@mindspring.com>
 27) The new Fair Radio catalog
	by john <johnmb@mindspring.com>

----------------------------------------------------------------------

Date: Thu, 19 Jun 1997 02:09:00 -0700 (PDT)
From: Ethan Emeson <emesone@elwha.evergreen.edu>
To: boatanchors <boatanchors@theporch.com>
Subject: cheap tubes
Message-ID: <Pine.ULT.3.91.970619015956.17435A-100000@elwha.evergreen.edu>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Please respond to ethan@olywa.net
All NOS. Many more types- email needs.
--Ethan

12AU6		$1.50
12AV7		$2.50
12B4A		$1.00
50L6GT		$3.00
5915		$1.50
6485		$1.50
6919		$2.00
6AB4		$1.50
6AU8A		$2.50
6AX4GT/GTB	$2.00
6BC5/6CE5	$1.50
6BC8		$2.50
6BH6/E90F  	$2.50
6BQ7/6BZ7	$1.50
6C4		$2.50
6CB6		$1.00	
6CL6		$3.00
6CL8/A		$1.50
6EJ4A		$4.00
6GE5		$3.50
6J5GT/6J5WGT	$3.00
6W6GT		$3.00
8532W		$3.00

------------------------------

Date: Thu, 19 Jun 1997 07:33:44 -0400
From: "Cheney,Charlie" <ccheney@foxboro.com>
To: "'boatanchors@sco.thePorch.com'" <boatanchors@sco.thePorch.com>
Subject: HQ-1xx Tuning Drive
Message-ID: <c=US%a=_%p=SCD%l=SCD/FOXBORO/0012A383@xchange_fox.foxboro.com>

Hello Hammarlund fans,

The main tuning of the receivers in the HQ-100++ series uses a friction
grip on the edge of large plastic wheel that has the frequency markings
on it. Is there any way to eliminate slip in this drive, short of major
disassembly and parts replacement? I have cleaned the dust out of the
gripping wheel and that only made my HQ-170 skip worse - thank heaven
for the vernier tuning!

Thanks for any suggestions.

Charlie  AA1HB


------------------------------

Date: Thu, 19 Jun 1997 15:08:49 +0200
From: eb5agv@ctv.es
To: boatanchors@sco.theporch.com
Subject: e-mail server crash :-( !!!
Message-ID: <1.5.4.32.19970619130849.0069def0@192.168.0.1>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hi gang!

Any message sent to me (eb5agv@ctv.es) from about 18-Jun-97 at 18:00 to
19-Jun-97 at 11:00 has been lost (my @#$%& mail server simply crashed...).
Please, send me again the messages.

Thanks and sorry for the BW!.

-----------------------------------------------
  73 JOSE V. GAVILA (EB5AGV / EC5AAU)
     Ausias March 46, 15
     46910 Benetusser - VALENCIA
     SPAIN

 ***** PLEASE, VISIT MY HOME PAGE! *****

  http://www.geocities.com/SiliconValley/6992/
  e-mail: eb5agv@ctv.es & eb5agv@amsat.org
-----------------------------------------------


------------------------------

Date: Thu, 19 Jun 97 7:25:17 EDT
From: mirage!pamars@uucp-1.csn.net (P.A.Marshall)
To: spr@earthlink.net
Cc: BoatAnchors@theporch.com (Boat Anchors)
Subject: Re: Wells-Gardner Receiver
Message-ID: <9706191125.AA05936@mirage>

Scott Robinson writes:
> 
> Sounds suspiciously like a National NC100 variant, perhaps a military
> RAO-3,4,5,6,7...that coil "honeycomb" box is a National thing.
> 
If it is a RAO it will have 11 tubes and there will be an "extra" 
stage of RF "bolted" on the back of the set.  The band count and
coverage sound correct and Wells-Gardner did build 'em for the navy.


Al Marshall      "Real Radios Glow in the Dark"       almarshall@acm.org
1+219.665.5072        Mirage Computers, Inc.     pamars@mirage.angola.in.us

"The lyf so short, the craft so long to lerne." - Chaucer

------------------------------

Date: Thu, 19 Jun 97 09:27:56 EDT
From: "L. Mark Pilant - MS:ZK03-4/Y02 DTN:381-1529" <pilant@seesaw.ENET.dec.com>
To: boatanchors@sco.theporch.com
Cc: pilant@seesaw.ENET.dec.com
Subject: RE: HQ-1xx Tuning Drive
Message-ID: <9706191327.AA06962@us2rmc.zko.dec.com>

Charlie, when I got my HQ-170C a couple of months back, it was having a
problem with slipping when at the upper (frequency) extreme of the dial.

I tried a couple of simple things, but I discovered the only thing that
really fixed it was to take off the front panel and clean the plastic
dials and friction drive.  (In my case, I used Isopropyl Alcohol.)

Removing the front panel is not all that hard.  As I remember, there were
four or five screws and a bunch of shaft nuts to remove.  Since I was going
to clean up the panel anyway, this wasn't a big problem.  (Not like removing
the front panel from a R-390...I haven't had to do that on mine...yet :-)

BTW, two things to watch out for:

   1)	If you look on the back side of the panel on the upper edge, you
	will see a couple of "keeper" washers.  These are used to position
	the dial and keep it away from various components.  You want to
	make sure the dial is between the panel and the washer.

   2)	The amount of friction available from the drive is determined by
	the nut on the end (inside the chassis) of the tuning shaft.
	It may be something as simple as simply tightening this nut to
	improve the drive.

I hope this helps.

73

- Mark

------------------------------

Date: Thu, 19 Jun 1997 09:45:17 -0400
From: Ed Sieb <esieb@gmsiworld.com>
To: "'BoatAnchors'" <boatanchors@sco.theporch.com>,
        "'wmeara@erols.com'"
Subject: Re: Microphone Questions
Message-ID: <01BC7C95.80329060@dstephen.gmsiworld.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: quoted-printable

In a recent posting, Bill Meara inquired about a Shure microphone and =
its specs.
The mic that Bill asked about is essentially the same as a Shure 404, =
which uses a
"Controlled Reluctance" or "Controlled Magnetic" element. These elements =
exhibit an impedance=0Dof about 15K ohms to 25K ohms, so they will =
easily match most Hi-Z inputs. In fact I've used a
Shure 404 type mic with a Yaesu FT101 series rig with excellent results =
and great reports.

The Shure 404 is basically a mobile version of the Shure 444, another =
excellent mic for your
boatanchor rig.  So, the Shure 404 series is an excellent choice to use =
with most Hi-Z input
BA rigs.=20

73, de Ed   VA3ES/VE2BAQ			(that's Boat Anchor Quality)
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
Ed Sieb, VA3ES - VE2SS - VE2BAQ
P. O. Box 8377, Ottawa Terminal
Ottawa, Ontario, =20
K1G 3H8    CANADA
613-738-8924	(H)
613-599-5161	(W)=09
esieb@gmsiworld.com
AMI # 529 - Canadian Division Director	=09
QCWA # 28666  Life Member
AWA  Member
Net Manager - Canadian Boat Anchor Net (3745 Kcs)
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~



------------------------------

Date: Thu, 19 Jun 1997 13:41:33 UTC
From: joelutz@juno.com (Joseph W Lutz)
To: HEATH@LISTSERV.TEMPE.GOV
Cc: boatanchors@theporch.com
Subject: HEATHKIT SERVICE BULLETINS - CONT
Message-ID: <19970619.134137.2966.0.JOELUTZ@juno.com>

Continuing with the SB-102:
--------------------------------------------------------------------------------------------------------------------
			March 30, 1973
SB-102						Bulletin No:
SSB Transceiver					SB-102-4

			LMO Instability

We have a possible cure for some of the LMO instability problems in the
SB-102.  The following should help eliminate any stress on the LMO
chassis when installed on the main chassis.

Remove and discard the lockwashers & nuts used to mount the LMO to the
chassis.

Use instead a #6 flat washer [253-25] & hex lock not [252-27] at each
lug, tightening each lug A TURN AT A TIME in a criss-cross pattern.

We recommend this be done on all SB-102 units in for service even if
customer has no complaints about LMO.
----------------------------------------------------------------------------------------------------------------
			October 29,1973
SB-102						Bulletin No:
SSB Transceiver					SB-102-5

		              Low 40 Meter Output

1.  REMOVE the 1-1/2" bare wire from hole 1 on the DRIVER PLATE circuit
board & the ground foil of the RF DRIVER board.

2.  Connect a 3/4" bare wire between the ground foils of these same two
boards.

3.  REMOVE the 1-3/4" bare wire from hole 1 in the DRIVE GRID circuit
board & the ground foil of the RF DRIVER board.

4.  Connect a 3/4" bare wire between the ground foils of these same two
boards.

5.  Remove the 2-3/4" bare wire which ties the groundfoils of the circuit
boards to the shields.

6.  Remove the coil cover.  Then REMOVE rour of the light spring clips &
their hardware as shown:

[[[NOTE:  the pictorial shows removal of the set of clips & hardward
located directly down from the 2 holes in the cover; the other set to be
removed is directly across and down from the 3 holes in the cover.]]]

7.  Readjust the driver grid & drive plate coils as instructed on page
102 in the SB-102 manual.
------------------------------------------------------------------------------------------------------------------
			May 23, 1974
SB-102						Bulletin No:
SSB Transceiver					SB-102-6

                           SB & HW Series Audio Preamplifier & Vox
Circuit
		           Trouble Shooting Guide.

SEE BULLETIN NO: SB-100-3 DTD MAY 23, 1974.
-----------------------------------------------------------------------------------------------------------------
			May 23, 1974
SB-102						Bulletin No:
SSB Transceiver					SB-102-7

	       SB & HW Series Instability & Corrective Information.

SEE BULLETIN NO: SB-100-4 DTD MAY 23, 1974.
-------------------------------------------------------------------------------------------------------------------
			May 23, 1974
SB-102						Bulletin No:
SSB Transceiver					SB-102-8

	     Alternate Method of Neutralizing The Final Amplifiers

SEE BULLETIN NO: SB-100-2 DTD MAY 23, 1974.
-----------------------------------------------------------------------------------------------------------------
			December 18, 1974
SB-102						Bulletin No:
SSB Transceiver					SB-102-9

	                                 Oscillations or Low Drive

SEE BULLETIN NO: SB-100-5 DTD DECEMBER 8, 1974
----------------------------------------------------------------------------------------------------------------
			May 2, 1975
SB-102						Bulletin No:
SSB Transceiver					SB-102-10

		              Self Oscillations Occuring

SEE BULLETIN NO: SB-100-6 DTD MAY 2, 1975
--------------------------------------------------------------------------------------------------------------
			June 5, 1978
SB-102						Bulletin No:
SSB Transceiver					SB-102-14

	         Relays Remain Energized After Transmit Condition

SEE BULLETIN NO. HW-100-9 DTD JUNE 5, 1978
---------------------------------------------------------------------------------------------------------------
			June 5, 1978
SB-102						Bulletin No:
SSB Transceiver					SB-102-15

		                Poor AGC Action

SEE BULLETIN NO: HW-101-24 DTD JUNE 5, 1978
----------------------------------------------------------------------------------------------------------------
			June 5, 1978
SB-102						Bulletin No:
SSB Transceiver					SB-102-16

		            100KHZ Calibrator Spurs

SEE BULLETIN NO: HW-101-25 DTD JUNE 5, 1978.
----------------------------------------------------------------------------------------------------------------
			July 24, 1978

SB-102						Bulletin No:
SSB Transceiver					SB-102-17
		         Poor Preselector Tracking
                    
SEE BULLETIN NO: HW-100-13 DTD JULY 24, 1978
------------------------------------------------------------------------------------------------------------------
			July 24,  1978
SB-102						Bulletin No:
SSB Transceiver					SB-102-18

                    Carrier Nulls with IC14 Trimmer Plates Completely
Meshed

SEE BULLETIN NO: HW-100-14 DTD JULY 24, 1978
-----------------------------------------------------------------------------------------------------------------
			August 7, 1978
SB-102						Bulletin No:
SSB Transceiver					SB-102-19

                                          Relays Chatter In VOX Mode

SEE BULLETIN NO: HW-100-15 DTD AUGUST 3, 1978
----------------------------------------------------------------------------------------------------------------
			August 7, 1978
SB-102						Bulletin No:
SSB Transceiver					SB-102-20

                   Loading Capacitor Turns As Plate Capacitor Is Rotated

SEE BULLETIN NO: HW-100-16 DTD AUGUST 3, 1978.
--------------------------------------------------------------------------------------------------------------
			August 7, 1978
SB-102						Bulletin No:
SSB Transceiver					SB-102-21

		"Chirping" & Slow Receiver Recovery

SEE BULLETIN NO: HW-101-32 DTD AUGUST 3, 1978
--------------------------------------------------------------------------------------------------------------
			August 22, 1978
SB-102						Bulletin No:
SSB Transceiver 					SB-102-22
			S Meter Drift

SEE BULLETIN NO: HW-100-17 DTD AUGUST 22, 1978.
------------------------------------------------------------------------------------------------------------
			September 26, 1978
SB-102						Bulletin No:
SSB Transceiver					SB-102-23

			Poor IF Sensitivity

SEE BULLETIN NO: HW-100-19 DTD SEPTEMBER 26, 1978.
-----------------------------------------------------------------------------------------------------------

Okay, that's all I have on the SB-102.  Sorry, but never received fiche
for 1977, so there will be blanks.

73 de JOE
- - - - - - - - - - -W7LPF/4 (NNN0KUU)- - - - - - - - - - - - - - -
QWCA - NCVA - SOWP - FISTS
Gordonsville, Va 22942 (Orange County)
Looking for:  Heathkit HR/HX-20, MR/MT-1,
              Collins 516F-2, 312B-4, EFJ TR Switch
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

------------------------------

Date: Thu, 19 Jun 1997 09:54:30 EDT
From: km1h@juno.com
To: sammac@interaccess.com
Cc: boatanchors@sco.theporch.com
Subject: Re: WTB: Matched HRO-500 Speaker  
Message-ID: <19970619.085846.9695.2.km1h@juno.com>


On Sat, 14 Jun 1997 15:20:29 -0500 "Samuel C. Macy"
<sammac@interaccess.com> writes:
>Want:  HRO-500 TS Matching speaker for HRO-500 receiver.  Sam Macy 
>W2DNN,

This may be old hat by now. 
Anyway,  the simplest solution may be to obtain a NCX-A  power supply
from a defunct NCX-3 or -5. Remove the PS chassis and what remains is the
HRO-500TS. 
The only remaining issue is the logo on the front panel. The NCXA logo is
just glued on and is easily removed. I can not remember what we used for
a label on the HRO-500TS ; there were only a small few ever sold.  Mine
has no label; I purchased it, the HRO-500 and the LF-10 from an estate
several years ago.   

GL....Carl   KM1H   ex-National Radio 1963-69   

------------------------------

Date: Thu, 19 Jun 1997 10:18:52 -0400 (EDT)
From: Ho4bart@aol.com
To: ccheney@foxboro.com, boatanchors@sco.theporch.com
Subject: Re: HQ-1xx Tuning Drive
Message-ID: <970619100917_-1059991666@emout01.mail.aol.com>


>  The main tuning of the receivers in the HQ-100++ series uses a friction
>  grip on the edge of large plastic wheel that has the frequency markings
>  on it. Is there any way to eliminate slip in this drive, short of major
>  disassembly and parts replacement?

may i add this question to the above post?
is this dial system a guaranteed failure mode over time? don't
the plastic wheels eventually distort, causing problems?
did the higher priced Hammarlunds HQ 160, 180 use this 
system? and National, the NC 190 200 270 ??
if affirmative, i will never consider owning one of these, because
that dial system never struck me as being very reliable.
hue miller

------------------------------

Date: Thu, 19 Jun 1997 10:49:22 -0500
From: Doug Hall <dhall@jps.com>
To: boatanchors@sco.theporch.com
Subject: Re: HQ-1xx Tuning Drive
Message-ID: <199706191549.KAA15031@Netcube.ntwrks.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

>>  The main tuning of the receivers in the HQ-100++ series uses a friction
>>  grip on the edge of large plastic wheel that has the frequency markings
>>  on it. Is there any way to eliminate slip in this drive, short of major
>>  disassembly and parts replacement?
>
>may i add this question to the above post?
>is this dial system a guaranteed failure mode over time? don't
>the plastic wheels eventually distort, causing problems?
>did the higher priced Hammarlunds HQ 160, 180 use this 
>system? and National, the NC 190 200 270 ??
>if affirmative, i will never consider owning one of these, because
>that dial system never struck me as being very reliable.
>hue miller

I don't think it's a guaranteed failure. I've got a 50 year old National
NC-173 (2 of 'em in fact) and they don't exhibit any slip. The HQ-170 I had
didn't either. If the dial cracks or breaks around the edge then you've got
a problem, but my experience with this type of dial assembly has been quite
good.
73,
Doug, KF4KL


------------------------------

Date: Thu, 19 Jun 97 10:58:13 EDT
From: "L. Mark Pilant - MS:ZK03-4/Y02 DTN:381-1529" <pilant@seesaw.ENET.dec.com>
To: boatanchors@sco.theporch.com
Cc: pilant@seesaw.ENET.dec.com
Subject: RE: HQ-1xx Tuning Drive
Message-ID: <9706191458.AA15403@us2rmc.zko.dec.com>

> is this dial system a guaranteed failure mode over time? don't
> the plastic wheels eventually distort, causing problems?

I don't know if this is a guaranteed failure.  The HQ-170C I have is one
of the earlier ones.  (Probably 1958 or 1959 from the serial number.)  The
dials are fine.  (Other than the slipping I previously posted about.)

This receiver appears to have been a worker.  The previous owner(s) made
changes to the radio; most of which would seem to have improved it's
usefulness.

> did the higher priced Hammarlunds HQ 160, 180 use this 
> system? and National, the NC 190 200 270 ??

I can't say about the National's, but I believe the high-end HQ-1xx probably
all did (from looking at the pictures).  I'm sure someone else can provide
a definite answer.

> if affirmative, i will never consider owning one of these, because
> that dial system never struck me as being very reliable.

Well, I wouldnt' discount these receivers because of the type of dial
mechanism.  From my limited experience (sample of one :-) these are fine
receivers.  However, the condition of the dial mechanism is certainly
worth considering for any receiver purchase.

73

- Mark  N1VQW

------------------------------

Date: Thu, 19 Jun 1997 08:22:23 -0700 (PDT)
From: "D. Ragsdale" <doragsda@polymail.cpunix.calpoly.edu>
To: boatanchors@sco.theporch.com
Subject: FS:  "Elements of Radio"
Message-ID: <199706191522.IAA22380@monet.artisan.calpoly.edu>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

I have an extra copy of "Elements of Radio", Second Edition by Marcus,
Marcus, and Horton. 1950 printing of the 1948 edition.  Excellent condition.

$15.00 plus $2.00 postage

73
Dave


------------------------------

Date: Thu, 19 Jun 1997 08:53:52 -0700
From: anders@autopsy.csd.sgi.com (Greg Anders)
To: Ho4bart@aol.com, Old Tube Radios <boatanchors@sco.theporch.com>
Subject: Re: HQ-1xx Tuning Drive
Message-ID: <9706190853.ZM12660@autopsy.csd.sgi.com>
Mime-Version: 1.0
Content-Type: text/plain; charset=us-ascii

On Jun 19, 10:18am, Ho4bart@aol.com wrote:
> Subject: Re: HQ-1xx Tuning Drive

> may i add this question to the above post?
> is this dial system a guaranteed failure mode over time? don't
> the plastic wheels eventually distort, causing problems?
> did the higher priced Hammarlunds HQ 160, 180 use this
> system? and National, the NC 190 200 270 ??
> if affirmative, i will never consider owning one of these, because
> that dial system never struck me as being very reliable.
> hue miller

>>>>>>>>I have three HQ1XX receivers and non of them slip after 30+
	years of service.  On the other hand, if the wheels and dial
	plastic are dirty/greasy they will slip, but the reccomendation
	to clean everything with alcohol has always worked for me.  Gosh,
	even my SP600 which uses a brass wheel to drive the dial edge in
	a similar fashion needed a cleaning with alcohol soaked Q-tips
	after 47 years...  Heck, even humans need to clean their ears out
	once in a while.



-- 



        
	Greg Anders

	
	"If at first you don't succeed......then skydiving is not for you"

               

	anders@autopsy.corp.sgi.com
	KG6YV                             



------------------------------

Date: Thu, 19 Jun 97 12:10:27 EDT
From: w2ec@VNET.IBM.COM
To: boatanchors@sco.theporch.com
Subject: Re: HQ-1xx Tuning Drive
Message-ID: <199706191618.QAA14346@sco.theporch.com>

> if affirmative, i will never consider owning one of these, because
> that dial system never struck me as being very reliable.

Doesn't the Collins S-line/KWM-2 gear use a similar system? Instead of
driving the outer edge of the dial, isn't there a similar gripping wheel
that graps a ring mounted to the plastic readout dial in the same fashion
to drive the mechanism? That seems to have worked very well and there
are sure a lot of HQ-1xx's out there that seem to be working ok. Of course
they need maintenance, but so did my Hallicrafters where I've had to re-string
the dial cord once in the last 30-some years. And I had to clean the direct
gear mechanism of my R-390A when I got it. I doubt the HQ's and S-lines of
the world cause any more concern or work.

To say you'd NEVER consider owning one that uses this style drive cuts you
out of enjoying a lot of very good equipment.

73, Ray  W2EC   w2ec@vnet.ibm.com


------------------------------

Date: 19 Jun 97 12:44:20 EDT
From: don merz <71333.144@CompuServe.COM>
To: <boatanchors@theporch.com>
Subject: Homebrew 6-n-2
Message-ID: <970619164420_71333.144_DHB69-6@CompuServe.COM>

Hi. I picked up this homebrew thing that appears to be a 6-n-2 transmitter 
with built-in AC supply. It's packed into a tiny cabinet and all the workmanship
is 1st rate. The builder took photos of it during construction and these along
with a bunch of sloppy 3x5 notecard circuit diagram fragments were inside
the cabinet. One of the notes says "completed May, 1961."

The circuit has 2 separate, complete transmitters, one for 6 and one for 2,
powered by a single supply mounted between them. They cannot be used simultaneously as HV power has to be switched to one or the     
other. Each transmitter is single-channle crystal controlled. The tube lineup is
6CL6, 12AV7 and 6146 in each transmitter. There is a single meter mounted   
on the left front and it can be switched onto any circuit on either transmitter.

The question is: Does anyone recognize this project? I'd like to see the 
original plans that I assume must have been published in a magazine or
handbook. Any help or ideas appreciated.
Thanks.
73, Don



------------------------------

Date: Thu, 19 Jun 97 11:15:01 CDT
From: listown@jackatak.theporch.com (Mail List Owner)
To: boatanchors@sco.theporch.com
Subject: ADMINISTRIVIA: Over Quoting
Message-ID: <9706191115.aa19680@jackatak.theporch.com>

Gang-

Please accept this periodic posting as a gentle nudge and suggestion
intended to improve the quality of posts to the BoatAnchors list, and
as an effort to maintain our excellent (and high) signal to noise
ratio...

The list culture is to include only those portions of a prior post
that are required to maintain the context of your comments. We have
always tried to reduce the amount of "chaf" on the list, and this
is one way.

In private mail between you, a subscriber, and me,, as list manager,
I really don't care one way or the other, but when posting to the list,
there are at least two issues of concern:
one, the increased bandwidth from including extra text.
With the trial subscriptions and full members, the number of copies
of each post mailed out change the impact of each extra word so that
each single character becomes 1KB of mail!
second, when not editing out included text, it sends a not too subtle
message to the list, that the poster considers his/her own time to be
more valuable than the collective time and energy of the 600-700 readers
on the list... not exactly a "positive" message! ;^)

Treat the list as a symposium. In such an environment, with 600 others
attending who have paid to be there, it is unlikely you would repeat
someone else's portion of a conversation in its entirety as part of
your own remarks... it would become very tedious, very quickly, if you
did... especially if you repeated even the closing signature block of
the previous message.

Thanks for your understanding and help in making the boatanchors list 
have the highest signal to noise on the InterNet.
--
73
Jack, W4KH/Mobile (75M SSB 2-letter WAS #1657/#1789 -- both all mobile! ;^)
               - - - BoatAnchor Mailing List Owner - - -
 listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"

------------------------------

Date: Thu, 19 Jun 1997 10:30:24 -0700 (PDT)
From: tomrice@netcom.com (Tom R. Rice)
To: boatanchors@sco.theporch.com (boatanchors list)
Subject: Re: GRC-109 xtal info
Message-ID: <199706191730.KAA24726@netcom19.netcom.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit

	Mr. Morris of Phoenix Xtals has asked me to forward
	the following information to the BA list:  


> O by the way you might mention to the BA gang ( I keep getting inquiries
> from some of them for xtals at 1/2 the operating freq for the GRC-109
> transmitter) that I have resaearched the matter out, and on page 20 of
> the tech manual TM-11-5820-474-14 it explains that the crystals can be
> "ON THE OPERATING FREQUENCY,  1/2 or 1/3rd of the operating frequency". A
> lot of the guys seem to be under the impression that only xtals at 1/2
> the operating frequency will work....NOT SO. My buddy has one of the
> units and I looked in the TX to see what was needed. 

	Please direct inquiries, etc., to: 

			John R. Morris (N0ACS ex W9LSK)
			Phoenix Crystals
			1714 North Ash Street
			Nevada, Mo.  64772

        ---------->     n0acs@juno.com 



-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     
CIS: 71160,1122       

------------------------------

Date: Thu, 19 Jun 1997 12:33:55 -0500 (CDT)
From: Norm Flasch <flasch@cushy.ece.nwu.edu>
To: boatanchors@sco.theporch.com (ba)
Subject: ARCI Meet Sunday 6-22-97
Message-ID: <199706191733.MAA19395@cushy.ece.nwu.edu>
MIME-Version: 1.0
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit


The Antique Radio Club of Illinois is having its early Summer outdoor
swap meet this Sunday 6-22-97.  It is being held at the Elgin Holiday
Inn on RT 31 just south of I-90.  Starts at 7:00 AM and there will be
a donation auction at the end of the meet.

-- 
Norm Flasch          flasch@ece.nwu.edu            Northwestern University 
             Electrical and Computer Engineering

------------------------------

Date: Thu, 19 Jun 1997 11:54:10 -0600 (MDT)
From: dfrancis@iex.net (Dexter Francis)
To: boatanchors@theporch.com
Cc: soundimp@pobox.com
Subject: Fraudulent Chain Letter for Jessica
Message-ID: <v01520d00afcece6634a7@[207.0.57.74]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Greetings all -

Something about the chain letter for Jessica didn't seem right to me, so I
fax'd Dr. Jean Linny back at U of South Carolina.   She just faxed me back
saying that this entire thing is a HOAX and there is NO Jessica Mydek.
They are doing all they can to stop it.

Please DO NOT forward the e-mail to anyone else and notify your forwarder
that this is a fraud.

-df

*    CWest Tube Sales - P.O.B. 22443 SLC, UT 84122    *
*  http://www.usa.net/~dfrancis/CWest_Tube_Sales.html *
*              e-mail to: tubes@usa.net               *



------------------------------

Date: Thu, 19 Jun 1997 11:20:23 -0700
From: Matt Jodziewicz <mattj@orausa.com>
To: "'boatanchors@theporch.com'" <boatanchors@theporch.com>
Subject: WTB 32V2/3
Message-ID: <01BC7CA2.C8A60180@mattj.orausa.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit

OK OK I know I am crazy but I would like to find
a 32V2 or 3 that needs a good home.  

I would like it to be my main operating TX for getting 
onto the AM net.  I would like a rig that needs some work
if possible so that I could learn to appreciate it
by working on it but a pristine unit at the right
price would not be turned down.

Any leads, offers, comments, laughter, etc. would be
gratefully appreciated.  Somebody must have one
that needs a new home and the tubes exercised
on the air.

Any help??

73 de Matt  WB2VZS

------------------------------

Date: Thu, 19 Jun 97 14:37:55 PDT
From: "Gene S. Katz" <gkatz@motown.lmco.com>
To: boatanchors@theporch.com
Subject: WW2 era headset, aviation type
Message-ID: <Chameleon.970619144410.gkatz@pc062164.motown.lmco.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


-------------------------------------
Name: Gene Katz
E-mail: gkatz@motown.lmco.com
Date: 6/19/97
Time: 14:37:55

This message was sent by Chameleon 
-------------------------------------
Howdy
I have a subject headset with the following facts: HB7, PL354 
(red, short), element ANB-H- 1 WE, rubber cans on the ea
rpieces, short cord. What is it please? AF or USN? HSnumber? 
What jack/plug/cordset can I mate with it to use the PL354 and 
extend the short cord? Thanks in advance. 73 de Gene KC6BLD

------------------------------

Date: Thu, 19 Jun 97 14:53:52 PDT
From: "Gene S. Katz" <gkatz@motown.lmco.com>
To: boatanchors@theporch.com
Subject: Revised Message
Message-ID: <Chameleon.970619145852.gkatz@pc062164.motown.lmco.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


-------------------------------------
Name: Gene Katz
E-mail: gkatz@motown.lmco.com
Date: 6/19/97
Time: 14:53:52

This message was sent by Chameleon 
-------------------------------------
Sorry, my message got transmogrified. The headset 
has HB7, PL354, ANB-1-N Western Elec elements 
with rubber ear covers, and a short twisted cord. 
Is it AAF or USN or SigCorps? HS number? What is 
a mating cord/jack/plug set number and is it 
available from Fair Radio? Why such a short cord? 
Approximate vintage? Ohms? TNX 73 de Gene KC6BLD

------------------------------

Date: Thu, 19 Jun 1997 12:17:58 -0700 (PDT)
From: Ken Gordon <keng@uidaho.edu>
To: "Gene S. Katz" <gkatz@motown.lmco.com>
Cc: Old Tube Radios <boatanchors@sco.theporch.com>
Subject: Re: Headset...
Message-ID: <Pine.BSF.3.95.970619121639.26409A-100000@piobaire.mines.uidaho.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> Why such a short cord? 

This is a "bail-out" cord for pilots

Ken W7EKB


------------------------------

Date: Thu, 19 Jun 1997 19:48:38 +0000
From: Glen Galati <eldim@worldnet.att.net>
To: boatanchors@theporch.com
Subject: Heathkit Audio Analyzer
Message-ID: <19970619194836.AAA2127@GLENGALA>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hello everyone,
                Looking for a manual, or copy, on a 
  Heathkit IM-48 Audio Analyzer.

Thank you,  Glen Galati    eldim@worldnet.att.net


------------------------------

Date: Thu, 19 Jun 1997 16:11:48 -0400 (EDT)
From: Paul Bernhardt <bern@ppdu.nrl.navy.mil>
To: boatanchors <boatanchors@theporch.com>
Subject: BC 312 Connector Wanted
Message-ID: <Pine.A32.3.91.970619160941.19395C-100000@ppdu.nrl.navy.mil>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Does anyone have a BC 312 connector that they wish so sell?  This is the 
multi-pin female connector that has two large pins for power and that 
fits the connector on the front of the BC-312.
Thanks, Paul Bernhardt

Work:P.A. Bernhardt                Home: Paul Bernhardt, KF4FOR
     Code 6794                           5704 Ridge View Dr.
     Naval Research Laboratory           Alexandria, VA 22310
     Washington, DC 20375
Tel: 202-767-1096                        703-960-9656
FAX: 202-767-0631


------------------------------

Date: Thu, 19 Jun 1997 17:19:45 -0400 (EDT)
From: "David L. Thompson" <thompson@mindspring.com>
To: boatanchors@sco.theporch.com
Subject: 12JB6 tubes
Message-ID: <1.5.4.16.19970619162249.402f0634@pop.mindspring.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Just picked up an old amp with 6 of these 12 v versions (12JB6) of the
popular sweep tube used in the Drake Line (6JB6's).  The amp is currently
working, but how common are these tubes?  What is the price?   I don't see
them in my Allied or UPC listings anymore (same with 6JB6/6DQ6 etc).

I also looked thru all my rolls for my Philco 9100 (Hickok 639 clone) tube
tester with no luck also...how are they tested?

Don't have a AES catalog..........

Thanks in advance for the help.

73, Dave K4JRB
thompson@mindspring.com


------------------------------

Date: Thu, 19 Jun 1997 17:19:23 -0400
From: john <johnmb@mindspring.com>
To: boatanchors@theporch.com
Subject: The new Fair Radio catalog
Message-ID: <199706192122.RAA14149@brickbat8.mindspring.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

        Got Fair's 50th anniversary catalog and its a mixed bag.... while
some favorite things are there (the praying hands, the "talking into
the mic" world,  and such long time items as the pair of selsyns
for wind direction indicators, and hy -gain circuit boards) some 
old standards are missing  (cheezy dymo titles) or pared back
significantly (transformers of all types, antenna masts and elements).

        Interestingly to me, there is a picture of the R390A's that were
recently sold and a topic of discussion on this list. These were the
ones (I bet) that were ruined by the meatheads at Defense
Redistribution and Marketing.  The particular method of vandalizing...
er.... "demilitarizing" these by spraying paint across the front panel
is evident in the picture of a sample item on the back cover. 

        It is in THIS nook of the catalog, that they offer for sale complete
390A's WITH METERS ... wonder where these ceme from?

        All in all, an interesting pamphlet... they opened in 1947 with
WWII salvage...I wonder what their catalogs looked like then?
        Best 73
        /John  
+--------------------------------------------------------------+
|Wanted: Rack cabinet for Globe King 500C        |
|                        Howard Co. receiver/acc'ys/docs   |
|                        AWA-OTB back issues...                  |
|                        WB5OAU/4    AMI #24                       |
|                        johnmb@mindspring..com             |
+--------------------------------------------------------------+


------------------------------
End of BOATANCHORS Digest 1509
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